
TVM-4002
TRUVISION 40" LED, VGA, HDMI, BNC, Audio Speaker, Stereo Audio In, FULL HD, 1920X1080

Détails

40” LED Backlight

Full HD resolution

16:9 aspect ratio

1920 x 1080 recommended resolution

5,000:1 contrast ratio for crisp images

3D comb filter for optimal image quality

Multiple inputs including BNC, VGA, HDMI

BNC analog input

Overview

The LED TVM range of monitors is the latest advancement in

TruVision monitors. Providing superior image quality through HDMI,

VGA and BNC connections, these monitors are a great fit for today’s

demanding video surveillance market.

Whether displaying analog or IP resolutions, these monitors are

designed to provide top image quality paired with industrial reliability.

These monitors are designed to perform 24/7 and are design with

security applications in mind.

Capabilities

The TVM-4002 is a 40” class monitor, offering HDMI, VGA and BNC

connections.  The monitor has two built in speakers and is provided

with VESA wall mount holes, making them easy to combine with a

variety of TruVision mounting accessories.  The on screen display

allows for full control of images settings such as brightness, contrast

and colour temperature.



TVM-4002
TRUVISION 40" LED, VGA, HDMI, BNC, Audio Speaker, Stereo Audio In, FULL HD, 1920X1080

Spécifications techniques

Général
Technologie LED
VESA compatibility 100 x 100 mm
Type de filtre 3D Combfilter, Deinterlace
Accessoires fournis Manual, Power Cord, Remote Control
Panel lamp life 30,000 hours

Affichage
Taille de l' écran 39.5"
Ratio 16:9
Rapport de contraste 5,000:1
Angle de vision (H / V) 178° / 178°
Temps de réponse 8ms
Luminosité 360 cd/m² (typ)
Compatible video
standards

NTSC/PAL Auto Detect

Résolution
recommandée

1920 x 1080 @ 60 HZ

Audio
Alimentation Haut-
parleur

2W x 2

Conférenciers Built-in

Interface
BNC vidéo E/S 1/1
Entrée vidéo VGA Yes
Entrée vidéo HDMI 1
RCA audio in 1
Entrée PC stéréo Yes
Sortie audio No

Opérations
Contrôles Power, Up/Down, Left/Right, Source, OSD Menu
OSD English, French, Spanish, German, Italian,

Portuguese, Netherlands, Russian, Turkish,
Polish

Remote control support Yes

Électrique
Type de bloc
d’alimentation

100 à 240 VCA

Consommation
électrique

<60W

Caractéristiques physiques
Physical dimensions 907mm x 610 mm x 245mm
Net weight 11 kg
Shipping weight 13.8 kg
Couleur Noir
Type de boîtier Plastique

Environnement
Operating temperature 0 to 40℃
Storage temperature -20 to 60℃
Relative humidity 10 to 85%
Environnement Intérieur

Régulateur
Compliancy CE

En tant que société d'innovation, Carrier Fire & Security se réserve le droit de modifier les

spécifications des produits sans préavis. Pour les dernières spécifications du produit, visitez le site

web be.firesecurityproducts.com ou contactez votre représentant commercial.
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