
TVM-2150
TruVision™ LED 21.5” Full HD Monitor, HDMI/VGA/BNC

Details

21.5” LED Backlight

16:9 aspect ratio

1920 x 1080 recommended resolution

1,000:1 contrast ratio for crisp images

3D comb filter for optimal image quality

Multiple inputs including BNC, VGA, HDMI

BNC analog input 960H (700TVL)



TVM-2150
TruVision™ LED 21.5” Full HD Monitor, HDMI/VGA/BNC

Technische specificaties

Algemeen
Technologie LED
VESA-compatibiliteit 100 x 100 mm
Type filter 3D Combfilter, Deinterlace
Meegeleverde
accessoires

Power Cord, Power Adapter, Manual

Beeldscherm
Schermgrootte 21.5"
Hoogte-
breedteverhouding

16:9

Contrastverhouding 1,000:1
Kijkhoek (H/V) 160° / 160°
Reactietijd 5
Helderheid 250 cd/m² (typ)
Compatibele
videostandaarden

NTSC/PAL Auto Detect

Aanbevolen resolutie 1920 x 1080 @ 60 HZ

Audio
Luidsprekervermogen 2W x 2
Luidsprekers Built-in

Interface
BNC-video I/O 1/1
VGA video-in Ja
HDMI-video in 1
RCA-audio in 1
PC stereo-ingang Ja
Audio-uit Ja

Bedieningen
Besturing Power, Up/Down, Left/Right, Source, OSD Menu
OSD English, French, Spanish, German, Italian, Polish
Afstandbediening
ondersteuning

Nee

Elektrisch
Type voeding VDC
Waarde voeding DC 12V/3.33A
Vermogensverbruik <30W

Fysiek
Type behuizing Plastic

Als een bedrijf van innovatie behoudt Carrier Fire & Security zich het recht voor productspecificaties

zonder kennisgeving te wijzigen. Ga voor de nieuwste productspecificaties online naar

be.firesecurityproducts.com of neem contact op met uw verkoopvertegenwoordiger.
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