
TVM-4002
TRUVISION 40" LED, VGA, HDMI, BNC, Audio Speaker, Stereo Audio In, FULL HD, 1920X1080

Details

40” LED Backlight

Full HD resolution

16:9 aspect ratio

1920 x 1080 recommended resolution

5,000:1 contrast ratio for crisp images

3D comb filter for optimal image quality

Multiple inputs including BNC, VGA, HDMI

BNC analog input

Overview

The LED TVM range of monitors is the latest advancement in

TruVision monitors. Providing superior image quality through HDMI,

VGA and BNC connections, these monitors are a great fit for today’s

demanding video surveillance market.

Whether displaying analog or IP resolutions, these monitors are

designed to provide top image quality paired with industrial reliability.

These monitors are designed to perform 24/7 and are design with

security applications in mind.

Capabilities

The TVM-4002 is a 40” class monitor, offering HDMI, VGA and BNC

connections.  The monitor has two built in speakers and is provided

with VESA wall mount holes, making them easy to combine with a

variety of TruVision mounting accessories.  The on screen display

allows for full control of images settings such as brightness, contrast

and colour temperature.
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TRUVISION 40" LED, VGA, HDMI, BNC, Audio Speaker, Stereo Audio In, FULL HD, 1920X1080

Technische specificaties

Algemeen
Technologie LED
VESA-compatibiliteit 100 x 100 mm
Type filter 3D Combfilter, Deinterlace
Meegeleverde
accessoires

Manual, Power Cord, Remote Control

Levensduur paneellamp 30,000 hours

Beeldscherm
Schermgrootte 39.5"
Hoogte-
breedteverhouding

16:9

Contrastverhouding 5,000:1
Kijkhoek (H/V) 178° / 178°
Reactietijd 8ms
Helderheid 360 cd/m² (typ)
Compatibele
videostandaarden

NTSC/PAL Auto Detect

Aanbevolen resolutie 1920 x 1080 @ 60 HZ

Audio
Luidsprekervermogen 2W x 2
Luidsprekers Built-in

Interface
BNC-video I/O 1/1
VGA video-in Ja
HDMI-video in 1
RCA-audio in 1
PC stereo-ingang Ja
Audio-uit Nee

Bedieningen
Besturing Power, Up/Down, Left/Right, Source, OSD Menu
OSD English, French, Spanish, German, Italian,

Portuguese, Netherlands, Russian, Turkish,
Polish

Afstandbediening
ondersteuning

Ja

Elektrisch
Type voeding 100 tot 240 VAC
Vermogensverbruik <60W

Fysiek
Fysieke afmetingen 907mm x 610 mm x 245mm
Netto gewicht 11 kg
Verzendgewicht 13.8 kg
Kleur Zwart
Type behuizing Plastic

Omgeving
Bedrijfstemperatuur 0 to 40℃
Opslagtemperatuur -20 to 60℃
Relatieve vochtigheid 10 to 85%
Omgeving Binnen

Regelgeving
Conformiteit CE

Als een bedrijf van innovatie behoudt Carrier Fire & Security zich het recht voor productspecificaties

zonder kennisgeving te wijzigen. Ga voor de nieuwste productspecificaties online naar

be.firesecurityproducts.com of neem contact op met uw verkoopvertegenwoordiger.

Last updated on 5 May 2023 - 9:54

Powered by TCPDF (www.tcpdf.org)

http://www.tcpdf.org

